
DATASHEET

CLEAR VARNISH

The clear varnish ribbons provide a thin, protective covering to secure the personalized 
data on cards. 

Secure your personalized data

ADVANTAGES
It allows a good resistance, a protection from exposure to water, an enhanced chemical resistance and an excellent 
adhesion on card surface.

Tested and validated by Evolis R&D and Quality departments, these consumables bring you quality and reliability.

GENERAL SPECIFICATIONS
• Clear continuous varnish ribbons in PET
• For single or dual-sided protection
• Edge-to-edge covering
• Compatible with PVC, composite PVC, PET and PC cards.
• Not compatible with smart contact cards or magnetic stripe cards.

VARNISH THICKNESS ABRASION RESISTANCE 
(Taber Cycles*) DURABILITY

CLEAR VARNISH 2.7 microns > 100 cycles 2 - 3 years 

* Taber Cycle is a quantitative measure to represent the abrasion resistance of the film

PRODUCT INFORMATION:
•  Clear Varnish
• Continuous
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COMPATIBILITY AND CAPACITY

RFID SYSTEM
The RFID system allows the automatic ribbon recognition by the printer for an improved user friendliness. 

STORAGE INFORMATION
It is recommended that these products are used within one year. 
Avoid dust, direct sunlight, high humidity and high temperatures. Do not place near solvent or other chemicals.


